
DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

1st pour

1st pour 2nd pour

Existing deck

Support angles

Continuous

support

Bulkhead must block troughs in form

pans to provide a smooth vertical joint

12’’ lap

min.

Steel forms which

remain in place

 

Supports spaced 

as required

12’’ lap

min.

Continuous support may be removed

after 1st pour has properly cured and

traffic is allowed on it.

SECTION VIEW FOR 1st POUR

SECTION VIEW FOR 2nd POUR

Note:

Reinforcing steel not

shown for clarity.

Notes:

This detail  can be used in lieu of

wood forms in spans where a

longitudinal  deck construction joint

is located.

Hanger straps shall  not deflect

reinforcing from its proper position.

1.

2.
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A

A

3’’ max.

Hanger strap (to be 

installed in each trough 

in the sloped side of pan)

DIRECTOR

OFFICE OF BRIDGE DEVEL.
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11/17/97

7-20-06

SPLIT PAN CONSTRUCTION FOR

STEEL FORMS WHICH REMAIN IN PLACE

BR-SS(6.43)-97-319


